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Use subject to terms and conditions posted at https://burgertuning.com/pages/terms 
 
THIS PART IS LEGAL FOR USE ONLY IN COMPETITION RACING VEHICLES AS DEFINED UNDER CALIFORNIA 
LAW AND IS NOT LEGAL FOR USE IN ANY OTHER MOTOR VEHICLE. California law defines a "racing vehicle" as "a 
competition vehicle not used on public highways." (Calif. Health & Safety Code 39048) This part may only be used on 
competition racing vehicles operated exclusively on a closed course in conjunction with a sanctioned racing event. 
Competition-only motor vehicles may not be driven to a racing event on a public highway and must be transported on a 
trailer or other carrier. USE OF THIS PART IN ANY OTHER VEHICLE MAY SUBJECT YOU TO FINES AND PENALTIES 
FOR VIOLATION OF FEDERAL AND/OR STATE LAW, WILL VOID YOUR WARRANTY FROM BURGER 
MOTORSPORTS, INC, AND CAN VOID YOUR VEHICLE'S WARRANTY. It is your responsibility to comply with all 
applicable federal and state laws relating to use of this part, and Burger Motorsports, INC hereby disclaims any liability 
resulting from the failure to use this part in compliance with all applicable federal and state laws. 
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Before starting installation lock the doors, and place the key at least 20 feet away 
from the vehicle. Wait 10 minutes f or the vehicle to go to sleep .  
  
1) Remove the plastic engine cover. The cover simply lifts off. Also remove the driver 
side cowl cover. Turning the lock tab 90 degrees will release the tab and allow you to 
pull the cover off. This is where the JB4 will be stored. Run the wires between the 
weather stripping into the engine compartment.  
 

 
 
 
 
 
 
 
 



 

2) The JB4 harness is divided in to wire loops each with its own wire color which will be 
routed to a specific sensor on the vehicle. In addition, there are a pair of green and 
brown CAN wires that will connect to the CANbus using the included OBDII adapter.   
 

 
 
 
 
  



 

3) TMAP sensor, rainbow patch :  
 
The TMAP sensor is located on the intake manifold on the top of the engine next to the 
oil filler cap. Unplug the factory harness, plug the JB4 harness into the sensor, and 
plug the factory harness in to the JB4. The clip is released by pushing back and 
pressing down on the gray locking tab. Alternatively you can use a small flat head 
screwdriver to lift the clip up from the front. 
 

 



 

4) MAP sensor, brown patch:  
 
The MAP sensor is located on the top of charge pipe several inches before the throttle 
body and disconnects similar to the TMAP sensor. Unplug the factory harness, plug 
the JB4 harness into the sensor, and plug the factory harness in to the JB4. 
 

 
 


